APrC

APC SY16K48H-PD Unterbrechungsfreie Stromversorgung (USV)
16 kVA

Marke : APC Artikel-Code: SY16K48H-PD

Produktname : SY16K48H-PD

Symmetra PX 16kW All-In-One, Scalable to 48kW, 400V

APC SY16K48H-PD Unterbrechungsfreie Stromversorgung (USV) 16 kVA:

Kompaktes Einzelsystem mit im laufenden Betrieb skalierbarer Ausgangsleistung, Laufzeit und
Stromverteilung. Bei steigenden Datencenter-Anforderungen kann die Kapazitat dieser dreiphasigen

Hochleistungs-USV auf 48 kW/48 kVA erweitert werden. Geeignet fir kleine und mittlere Datencenter.

Inklusive: Network Management Card, Einrichtungsservice.

APC SY16K48H-PD. Ausgangskapazitat: 16 kVA, Gerauschpegel: 61 dB. AC-Steckertypen: Hard Wire 5-

wire (3PH + N + G). Akkuladezeit: 3 h. Produktfarbe: Schwarz. Zertifizierung: EN 50091-1,EN/IEC
62040-3,EN/IEC 62040-1-1,FCC Part 15 Class A,VFI-SS-111

Merkmale Betriebsbedingungen
Ausgangskapazitat * 16 kVA Hohe bei Betrieb
Notstrom Aus (EPO) v Hdhe bei Lagerung
Gerauschpegel 61 dB Zertifikate
Akustische Signale v

Zertifizierung

Anschliisse und Schnittstellen

AC-Steckertypen Hard Wire 5-wire (3PH + N + G)

Gewicht und Abmessungen

Akku/Batterie Gewicht
Akkuladezeit 3h

Verpackungsdaten
Design Paketgewicht
Produktfarbe * Schwarz

Logistikdaten

el g L L Warentarifnummer (HS)

Betriebstemperatur 0-40°C
Temperaturbereich bei Lagerung -15-40 °C
Relative Luftfeuchtigkeit in Betrieb 0 - 95%
Luftfeuchtigkeit bei Lagerung 0-95%

Sonstige Funktionen

Akku-/Batterietyp
Schnittstelle

Ausgang Anschliisse
Abmessungen (BxTxH)
Ausgang Spannung (Note)

Verpackungsabmessungen (BxTxH)

0-9999m
0-15000 m

EN 50091-1,EN/IEC 62040-3,EN/IEC
62040-1-1,FCC Part 15 Class A,VFI-
SS-111

537 kg

578 kg

85078000

VRLA

2x SmartSlot

1x Hard Wire 5-wire (3PH + N + G)
600 x 1070 x 1991 mm

380, 400/415

848 x 1210 x 2140 mm
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Disclaimer. The information published here (the "Information") is based on sources that can be considered reliable, typically the manufacturer, but
this Information is provided "AS IS" and without guarantee of correctness or completeness. The Information is only indicative and can be changed at
any time without notification. No rights can be based on the Information. Suppliers or aggregators of this Information do not accept any liability with
regard to the content of (web)pages and other documents, including its Information. The publisher of the Information can not be held liable for the
content of 3rd party websites that are linking this Information or are linked to from this Information. You as the User of the Information are solely
responsible for the choice and usage of this Information. You are not entitled to transfer, copy or otherwise multiply or distribute the Information. You
are obliged to follow the directions of the copyright owner(s) with regard to the use of the Information. Exclusively Dutch law is applicable. With
regard to price and stock data on the site, the publisher followed a number of starting points, which are not necessarily relevant for your private or
business circumstances. Therefore, the price and stock data are only indicative and are subject to changes. You are personally responsible for the
way you use and apply this information. As a user of the Information or sites or documents in which this Information is included, you will adhere to
standard fair use including avoidance of spamming, ripping, intellectual-property violations, privacy violations, and any other illegal activity.
Automated scraping, data mining, or harvesting for the purpose of training machine learning models, neural networks, or artificial intelligence
systems is strictly prohibited without a commercial license.
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