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Deliver content easily through a scalable display of up to 500 inches,

. . - KEY FEATURES
combined with stream and share connectivity.

e 4,500-lumen brightness laser display

The EB-L200F is an entry-level Full HD laser projector with lots of features, it is the ideal Crisp images and bright colours, even in well-

replacement for existing lamp-based models. It offers 4,500-lumen brightness, a range of lit rooms

wireless and wired connectivity and a scalable display size of up to 500 inches. e A scalable display from 40 to 500 inches
Sharp Full HD picture for excellent readability

{b} e Stream content easily

Wireless LAN, Screen Mirroring and dual
HDMI for easy integration and built-in 16W
speakers

o Fit and forget reliability
Durable Epson laser technology supported
with additional peace of mind with our five-
year warranty

e The complete solution
Incredible 2,500,000:1 contrast ratio for vivid,
lifelike content and deeper blacks
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PRODUCT SPECIFICATIONS

TECHNOLOGY
Projection System
LCD Panel

IMAGE

Color Light Output
White Light Output
Contrast Ratio
Keystone Correction
Colour Reproduction

OPTICAL
Throw Ratio
Zoom
Screen Size

Projection Lens F Number
Projection Lens Focal Length

Projection Lens Focus
Offset

CONNECTIVITY
USB Display Function
Interfaces

Epson iProjection App

ADVANCED FEATURES
Security
Other features

Video Color Modes

GENERAL
Power consumption

Product dimensions

3LCD Technology, RGB liquid crystal shutter
0,62 inch with C2 Fine

4.500 Lumen- 3.150 Lumen (economy) In accordance with IDMS15.4

4.500 Lumen - 3.150 Lumen (economy) In accordance with ISO 21118:2020
2.500.000 : 1

Auto vertical: 30 °, Manual horizontal =30 °

Upto 1.07 billion colours

1,30 - 2,10:1

Manual, Factor:1 - 1,62
40 inches - 500 inches
1,49 -1,77

18,2 mm - 29,2 mm
Manual

10:1

2in 1: Image/ Sound

USB 2.0-A, USB 2.0, RS-232C, Ethernet interface (100 Base-TX / 10 Base-T), Wi-Fi Direct, VGA
in (2x), VGA out, Composite in, Miracast, Jack plug out, Jack plug in (2x), Cinch audio out,
Microphone input, HDMI (HDCP 2.2) (2x), Wireless LAN IEEE 802.11a/b/g/n/ac

Ad-Hoc / Infrastructure

Kensington lock, Padlock, Security cable hole, Wireless LAN unit lock

AV Mute Slide, Auto source search, Built-in speaker, Customizable user logo, Document
Camera Compatible, Home Screen, Instant on/off, Long light source life, OSD copy function,
PC Free, Quick Corner, Screen Mirroring, Screen share, Split-Screen-Function, Wireless LAN
capable, iProjection App, iProjecton set-up by scanning a code

Cinema, Dynamic, Presentation, sRGB, DICOM SIM

198 Watt (Normal On-Mode), 254 Watt (Normal Peak-mode), 193 Watt (Eco Peak-Mode), 0,5
Watt (Energy saving standby)
325 x 299 x 90 mm (Width x Depth x Height)

Product weight 4,1 kg
OTHER
Warranty 60 months Carry in or 12.000 h

Optional warranty extension available
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Other features

Video Color Modes

GENERAL
Power consumption

Product dimensions
Product weight

OTHER
Warranty

AV Mute Slide, Auto source search, Built-in speaker, Customizable user logo, Document
Camera Compatible, Home Screen, Instant on/off, Long light source life, OSD copy function,
PC Free, Quick Corner, Screen Mirroring, Screen share, Split-Screen-Function, Wireless LAN
capable, iProjection App, iProjecton set-up by scanning a code

Cinema, Dynamic, Presentation, sRGB, DICOM SIM

198 Watt (Normal On-Mode), 254 Watt (Normal Peak-mode), 193 Watt (Eco Peak-Mode), 0,5
Watt (Energy saving standby)

325 x 299 x 90 mm (Width x Depth x Height)

4,1 kg

60 months Carry in or 12.000 h
Optional warranty extension available

LOGISTICS INFORMATION

SKU
EAN code

Country of Origin

V11H990040

8715946686080

China

EB-L200F

WHAT'S IN THE BOX

o Remote control incl. batteries
e Power cable

o Main unit

o HDMI Cable 1.8m

OPTIONAL ACCESSORIES

@ Soft Carry Case - ELPKS71
V12H001K71

@ Air Filter - ELPAFB0 - EB-7XX / EB-L2xx Series
V13H134A60

@ Ceiling Pipe (450mm) - ELPFP13
V12H003P13

@ Ceiling Pipe (700mm) - ELPFP14
V12HO003P14

@ Active Speakers (2 x 15W) - ELPSP02
V12H467040

@ Wireless LAN Adapter - ELPAP11 (2.4GHz & 5GHz)
V12H005A01

@ Control and Connection Box - ELPCBO3N
V12HB11040

Wireless Presentation Systems

@ Epson ELPWP20 - Wireless Presentation System
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Epson Deutschland GmbH Epson in Osterreich
SchiessstraBe 49 Info-Line: 01 253 49 78 333
D-40549 Dusseldorf www.epson.at

Info-Line: 02159 92 79 500 Epson in der Schweiz
Telefax: +49 (0) 211 54229-001 Info-Line: 022 592 7923
www.epson.de www.epson.ch

Alle Marken und eingetragenen Warenzeichen sind das Eigentum der Seiko Epson Corporation oder der jeweiligen
Rechteinhaber.
Diese Produktinformationen kénnen ohne vorherige Ankiindigung geandert werden.
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